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CONSTRUCTION AGGREGATES
The crusher for any task



Type Dimensions in mm

L W H A B C D E F

SUG 550 2655 1315 2296 550 600 1980 2123 3310 1752

SUG 700 2655 1495 2296 700 600 1980 2123 3310 1752

SUG 1100 2655 1920 2296 1100 600 1980 2123 3310 1752

SUG 1400 2655 2210 2296 1400 600 1980 2123 3310 1752

SUG 1950 2655 2760 2296 1950 600 1980 2123 3310 1752

SUG 1100 2655 1920 2296 1100 600 1980 2123 3310 1752

SUG 1400 2655 2210 2296 1400 600 1980 2123 3310 1752

Technical data

Type Feed opening Max. feeding size Output up to Installed power Rotor speed
Output with 
30 mm sieve

Weight

mm mm t / h kW n / min % kg

SUG 550 500 x 600 300 70-110 75-110 530-830 70-80 7000

SUG 700 700 x 600 300 85-130 90-132 530-830 70-80 8700

SUG 1100 1100 x 600 300 140-220 132-200 530-830 70-80 11700

SUG 1400 1400 x 600 300 170-300 160-315 530-830 70-80 14000

SUG 1950 1950 x 600 300 240-420 250-450 530-830 70-80 22000

SUG 1100 1100 x 600 400 140-220 132-200 530-830 60-70 14700

SUG 1400 1400 x 600 400 170-300 160-315 530-830 60-70 17500

BENEFIT

When comminuting extremely hard and abrasive materials – such as porphyry, granite or 
basalt – the requirement is to produce a highly cubic fi nal product rich in fi nes. 

In order to meet this requirement, COMEC has designed its impact crusher of the SU type. 
A hydraulic system enables easy access to the crushing chamber. The internal wear plates 
are interchangeable.

Due to its favourable design the COMEC impact crusher is suitable for both soft and hard rock. 
Its chamber is easily accessible, which makes the COMEC impact crusher particularly easy to 
service. A long service life due to interchangeable wear plates makes for a highly economical 
concept.

Type

SUG 550 2655 1315 2296 550 600 1980 2123 3310

SUG 700 2655 1495 700

SUG 1100 1920 1100

SUG 1400 2210 1400

SUG 1950

1920 1100SUP 1100

2210 1400SUP 1400

2760 1950
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SUG 550 500 x 600 70 - 110

SUG 700

SUG 1100

SUG 1400

SUG 1950

SUP 1100

SUP 1400

TIPO
TYPE

MODELE
Dimensioni della bocca
   Feed opening
     Ouverture

Caratteristiche tecniche - Techniche data - Caracteristiques techniques

300

Pezzatura max. di aliment
   Max feeding size
Piéce max d'alimentation

300

Produzione �no a
  Output up to
  Débit jusq'à

Potenza installata
 Installed power
Puissance installée

   Giri rotore
   Rotor R.P.M.
Tours \  min. rotor

Prodotto reso al setaccio da 30 mm
    Output with 30 mm sleve
Produit obtenu avec crible de 30 mm
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Features and sizes are not binding and Comec-Binder S.r.l. reserves to effect modifi cations or improvements for commercial and technical reasons 
at any moment and without notice.

Comec-Binder S.r.l. - Via Molino, 22 - 31050 Badoere di Morgano (TV) - Italy
Tel.: +39 0422 8383, Fax +39 0422 838400, comec@comec.it, www.comec.it

COLOUR

TASK

SOLUTION

COMEC offers the opportunity to customize both your equipment and production lines with 
your desired colours, in order to support your own corporate design.


